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By DON LANCASTER 


COMPONENTS OF THE MONTH 


PORTABLE 12-VOLT LEAD ACID BATTERY 


A sealed, lightweight, completely recharge- 
able lead acid battery that never requires 
refilling with either water or electrolyte is 
now available. You can turn the Exide 
MF2 upside down and shake it—it won't 
leak. Weighing eight pounds, this 4” x 5” 
x 6” six-ampere-hour, 12-volt battery is 
ideal for camp lights, mine lanterns, porta- 
ble power tools, and television sets. Com- 
bining the light weight and high power 


normally found only in nickel cadmium 
cells costing twice as much, the MF2 fea- 
tures an entirely new design that overcomes 
the problem of hydrogen formation inher- 
ent in lead acid cells. 

Of special significance is a new controlled 
charging concept. Since most of the hy- 
drogen formed in the ordinary lead acid 
cell is due to the rapid charging. and con- 
sequent heating, of the battery, a special 
charger designed for the MF2 has overcome 
this problem by using a power transistor 
regulator to limit the maximum charging 
current to less than 0.5 ampere. The regu- 
lator automatically adjusts the energy ap- 
plied to the battery to just the right amount 
required for the proper charge. To avoid 
violent destruction, both the charge and dis- 
charge rate should not exceed the manu- 
facturer’s specifications. For those aficio- 
nados who would rather build than buy the 
charger, free data sheets are available from 
the manufacturer. The cost of the charger 
is about the same, whether you build or 
buy—$8.80. 

Also available is a smaller battery, the 
MF1. It is rated at 6 volts and sells for 
about $5 less than the MF2. However, if 
you are designing anything that requires 
more power than dry cells can provide, you 
will probably be better off with a 12-volt 
system which is generally preferable be- 
cause of its compatibility with most au- 
tomobile batteries and trickle chargers. 


The MF2 battery ts available from Exide 
Industrial Marketing Division, The Electric 
Storage Battery Co., Philadelphia 20, Pa., 
for $22.30. The companion charger, Model 
MFC2, Catalog No. 95327, is available 
from the same source for $8.80. 


200-WATT SCR RUNS WITHOUT HEAT SINK 


Here's a new low-cost SCR that looks like 
an oversized TO-5 transistor, mounts either 
on a printed board or on a special socket. 
and needs no heat sink. True, SCR’s have 
been around for quite some time, but the 
new low price and unusually small size of 
this 1.3-ampere, 200-volt 2N3528 RCA unit 
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makes it ideally suited for the experiment 
er. If you've never “played’” around with 
SCR’s before, start with the simple demon- 
strator/tester with which you can learn 
some basic principles of SCR_ operation, 
and which can double as an SCR tester. 
The schematic of this unit is shown in Fig. 1. 

When the circuit is used as an SCR test- 
er, depressing S/ produces a momentary 
gate pulse that causes the SCR to latch 


Fig. 2. Full-wave control can vary the speed of most 
small brush-equipped motors, and dim incandescent 
and fluorescent lamps not exceeding 200 watts. 
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“on” and light the indicator lamp if the 
SCR being tested is good. The SCR is re- 
set by depressing switch S2. If, during a 
test, the indicator lamp goes on immediate- 
ly, before S/ is pressed, the SCR is shorted 
or is rated at well below 200 PIV. If the 
indicator fails to go on, the SCR is open. 
A word of caution: Observe proper connec- 
tions and polarity when connecting the 
SCR. The SCR case is usually the anode 
—just the opposite of zeners and power 
diodes. If an “R" appears at the end of the 
part number, the case is the cathode. 

If you’ve used SCR’s before, you may 
want to try your hand with the dimmer cir- 
cuit of Fig. 2. This is a full-range symmet- 
rical dimmer with which you can operate a 
number of a.c.-d.c. loads not requiring more 
than 200 watts continuous or 250 watts in- 
termittent operation. The dimmer handles 
regular incandescent bulbs as well as fluo- 
rescent lamps—provided that the fluores- 
cent lamp is always started in the maxi- 


Fig. 1. Circuit of SCR demonstra- 
tor/tester suitable for observing 
operation of SCR’s, and for SCR 
testing. The 117-volt, 25-watt 
lamp indicates the conduction of 
SCR under test when $1 is de- 
pressed. Switch S2 resets SCR. 


mum position of the control. and the con- 
trol is never varied to its lowest point. You 
can also use the dimmer to provide precise 
temperature control of a soldering gun or 
iron, so long as the maximum power rating 
of the SCR is not exceeded. The speed of 
small brush-equipped motors can be con- 
trolled with the dimmer, but it cannot be 
used with induction motors or loads specif- 
ically requiring a.c. only. 

If you need more power, the RCA 2N3228 
is the same SCR but in a bigger package. 
With a heat sink, you can run up to 5 am- 
peres or 600 watts at 120 volts. The 2N3228 
costs a penny less than the 2N3528. (See 
article entitled “Low-Cost SCR Motor Speed 
Control,” in the December, 1964, issue of 
POPULAR ELECTRONICS. ) 


The 2N3528 SCR's are available at RCA 
semiconductor distributors for $1.63. Also 
available, free, is RCA Data Sheet 2N3528 
8-64 from an RCA distributor or from Radio 
Corporation of America, Electronic Com- 
ponents and Devices, Harrison, N.J. 

(Continued on page 98) 
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You Can Enjoy TV... Or Ignore It 
With the 


TELEX PaaS 


TV LISTENER hoe yy 


Enjoy television in private with- : 
out disturbing others. Full rich sound 

through a comfortable, lightweight 

individual earphone. Others don't heara thing. Keeps 
house quiet and peaceful during noisy Westerns 
and children's programs. Ideal for late night viewing 
after family is asleep. Switch sound on or off. and 
control volume remotely from your chair. 15 ft. lis- 
tener cord and 4 ft. Earset® cord. Tune down com- 
mercials. Perfect for the hard of hearing. motels, 
institutions. With extra Earset® two can listen. See 
your local dealer. 


A Product of Sound Research 


») TELEX/Acoustic Products 


COMMUNICATIONS ACCESSORIES 
Dent. §-) 3054 Excelsior Blvd.e Minneapolis16, Minn. 


CIRCLE NO. 48 ON READER SERVICE PAGE 


A New Démnension..-.- 


MM MUSIO__— > 


AVAILABLE 
COMPLETELY 
ASSEMBLED 
OR IN A 
KIT FORM 


AUDIO-COLOR 


Add visual excitement to hi fi or stereo system with AUDIO-COLOR 
... a transistorized unit that can be easily attached to your hi fi, 
stereo, tape recorder , . . even most radios. 

A moving panorama of color casts dancing images on a soft frosted 
screen as the music plays. Brilliance of light reflects the various 
volumes as it rises and falls with each beat of the music. AUDIO- 
COLOR is simple to build . . . screwdriver and soldering iron are 
all the tools you'll need. 

Now you can see your favorite recordings or stereo tapes with 
the AUDIO-COLOR . . . a real conversation piece for music lovers 
and electronics enthusiasts alike. 

Kit w/walnut finished Completely assembled unit in 
Cabinet .o.4..s $44.95 walnut finished cabinet $54.95 


Complete instructions included / Shipped Railway Express 
Collect—-Send check or money order to: 


CONAR Division of National Radio Institute, Dept. KA5C 


3939 Wisconsin Ave., Washington, D.C. 20016 
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ELECTRONIC LEVEL INDICATOR 


Here's an electronic component that's al- 
ways on the level. If it isn’t, it promptly 
“tells” you so. This new and unusual de- 
vice, measuring a little over two inches, is 
the Hamlin EP-10 gravity sensing electronic 
potentiometer that can be used in electronic 
levels, percent-of-grade meters, inclinome- 
ters, accelerometers, and other balancing de- 
vices. 

A typical circuit application is shown 
in Fig. 3. The EP-10 consists of a glass 
tube half-filled with a conducting liquid. 
In the tube are three electrodes as shown. 
When the tube is level, the resistance be- 
tween either end electrode and the middle 
electrode is the same. If the tube tilts, 
more liquid makes contact with one of the 
end electrodes, and less contact with the 
other. This results in an electrical imbal- 
ance in the circuit. Unlike a mercury 
switch, the EP-10 is not an on-off device 
but rather a linear resistor whose ratio 
changes over a range of 10 degrees inclina- 
tion. 

For a.c. operation, a stable 10-12 volt 
input is required. For d.c. operation, a tran- 
sistor audio frequency oscillator output of 


is required. 
In either case, the source voltage must be 


approximately 150 milliwatts 
stable. The circuit unbalance is detected 
by the germanium diodes in the bridge, and 
the d.c. error output is then monitored by 
one of the metering configurations shown. 
A 0-1 dc. milliammeter can be used for 
most experimental applications although a 
significant circuit loading will be evidenced. 

Before calibrating the circuit, add a me- 
chanical zero-set to adjust the electrical 
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Fig. 3. Schematic of level indicator circuit using 
Hamlin EP-10 gravity sensing tube. When tube is 
level, resistance between either end electrode and 
middle electrode is the same. Any of the three me- 
ter circuits shown, or another similar configuration, 
can serve as level readout. Meter accuracy and Cir- 
cuit loading determine overall instrument efficiency. 


output to precisely zero when the EP-10 is 
level. Then place the circuit on a 10”-long 
board and zero mechanically with an ac- 
curate level. 

From a trig table, the sine of one degree 
is 0.0175. Multiplying this by 10, we get 
0.175, the amount in inches by which the 
board is raised at one end. Meter output 
corresponds to one degree of tilt in either 
direction. You can mark the meter face 
directly. Continue in this manner to deter- 
mine the meter output for 2, 3.4.5... ete. 
degrees, always finding the sine, multiply- 
ing it by 10, and then jacking up the end 
of the board by the amount, in inches, com- 
puted. Use whatever increment best suits 
your needs. 


You can buy the PE-10 for $15, plus 
25 cents for a mounting clip from: Hamlin, 
Inc., Lake and Grove Streets, Lake Mills, 
Wisconsin. Complete data and applications 
sheet also available upon request. —30- 
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AIRCRAFT ¢ POLICE « FIRE 
AM/FM VHF RECEIVERS 


353B covers 26-54 and 88-174 MC in 
eight overlapping calihrated bands 


Advanced circuitry, higher sensitiv 
ity, vernier dial drive, large full vi- 
sion «lial. Completely self-contained 
with internal AC power supply and 
speaker. Headphone jack for private 
listening. 


353B 


$64.50 


348A transitorized tuneable converter. Pow 
ered with self-contained batterv. Excellent 
sensitivitv. Designed for use with ear 
home, or portable radios. 

Also complete line of crystal controlled 
converters for monitoring police. fire, air- 
craft, etc. signals. 


316C AUDIO EQUALIZER 


$44.95 
Variable equalizer necessary for pro- 


fessional quality recording or playback. Ideal for 

use between mixer and tape recorder or tape to 

tape, ete. Write for details or send $2.00 for LP 

demonstration record. Covers tape and dise re- 

cording techniques. Refunded with purchase, 
Order direct or write for information 


20 GLENWOOR 
CIMCINMATH 17, 
oma 
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Identical 
TWIns 


Best way to bring out the best in your 
tape recording equipment, stereo or 
mono, is to use the famous Sonotone 
Ceramike® matched twins. Each set is 
a selected matched pair exhibiting 
similar coloration, frequency response 
and output characteristics within +2 
db. Ceramike models include.a new 
low-impedance version, “CMT- 
1050WR,” for transistorized tape 
recorders, and “CMT10A”’ for tube 
tape recorders. A 
low priced series is 
also available start- 
ing at under $1000 


SONOTONE 
audio products 


Sonotone Corp., Electronic Applications Div., Elmsford, N. Y. 
CIRCLE NO. 46 ON READER SERVICE PAGE 
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